Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region 12/30/22 12/23/22 | Difference | 12/31/21 | Pereent | q1pq | Percent | 4550122 | 1213121 | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs 13,820 16,149 -2,330 15,867 -12.9 14,376 -3.9 15,518 15,764 -1.6
East Coast (PADD 1) 708 765 -57 741 -4.4 591 19.7 755 720 4.9
Midwest (PADD 2) ... 3,312 3,817 -505 3,894 -14.9 3,605 -8.1 3,677 3,874 -5.1
Gulf Coast (PADD 3) ... 7,118 8,815 -1,696 8,607 -17.3 7,832 -9.1 8,340 8,516 -2.1
Rocky Mountain (PADD 4) .... 523 570 -47 555 -5.8 569 -8.1 560 564 -0.8
West Coast (PADD 5) . 2,158 2,183 -24 2,070 4.3 1,778 214 2,185 2,091 45
Gross Inputs ............... 14,343 16,586 -2,242 16,281 -11.9 14,834 -3.3 15,982 16,266 -1.7
East Coast (PADD 1) .. 744 789 -45 746 -0.2 594 25.2 789 744 6.1
Midwest (PADD 2) 3,323 3,832 -509 3,896 -14.7 3,611 -8.0 3,681 3,883 -5.2
Gulf Coast (PADD 3) ... 7,477 9,079 -1,601 8,842 -15.4 8,135 -8.1 8,641 8,815 -2.0
Rocky Mountain (PADD 4) . 519 568 -49 566 -8.3 569 -8.8 557 567 -1.7
West Coast (PADD 5) 2,281 2,318 -37 2,231 22 1,925 18.5 2,313 2,257 25
Operable Capacity’ 18,022 18,022 0 18,130 -0.6 18,386 -2.0 18,022 18,130 -0.6
East Coast (PADD 1) 878 878 0 818 7.3 889 -1.3 878 818 7.3
Midwest (PADD 2) ... 4,197 4,197 0 4,191 0.1 4,177 0.5 4,197 4,191 0.1
Gulf Coast (PADD 3) ... 9,625 9,625 0 9,751 -1.3 9,956 -3.3 9,625 9,751 -1.3
Rocky Mountain (PADD 4) .... 663 663 0 657 1.0 650 2.0 663 657 1.0
West Coast (PADD 5) . 2,659 2,659 0 2,714 -2.0 2,714 -2.0 2,659 2,714 -2.0
Percent Utilization? .... 79.6 92.0 -12.4 89.8 - 80.7 - 88.7 89.7 -—
East Coast (PADD 1) .. 84.8 89.9 -5.1 91.2 —-— 66.8 - 89.9 90.9 -—
Midwest (PADD 2) 79.2 91.3 -12.1 93.0 -— 86.4 - 87.7 92.7 -—
Gulf Coast (PADD 3) ... 77.7 94.3 -16.6 90.7 -— 81.7 -— 89.8 90.4 -—
Rocky Mountain (PADD 4) . 78.2 85.7 -7.5 86.2 —-— 87.5 - 84.1 86.4 -—
West Coast (PADD 5) 85.8 87.2 -1.4 82.2 == 70.9 == 87.0 83.2 ==
Refiner and Blender Net Production
Finished Motor Gasoline3 ................c..ccccooou..... 8,466 10,144 -1,678 8,506 -0.5 8,010 5.7 9,339 9,651 -3.2
Finished Motor Gasoline (excl. Adjustment)* 8,442 10,003 -1,560 8,635 -2.2 7,932 6.4 9,355 9,488 -1.4
East Coast (PADD 1) .... . 2,855 3,234 -379 2,723 4.9 2,477 15.3 3,080 3,024 1.8
Midwest (PADD 2) 2,072 2,598 -525 2,136 -3.0 2,037 1.7 2,375 2,396 -0.9
Gulf Coast (PADD 3) .. 1,909 2,361 -453 2,214 -13.8 1,984 -3.8 2,176 2,324 -6.4
Rocky Mountain (PADD 4) ... 324 363 -39 314 3.2 265 225 342 332 3.1
West Coast (PADD 5) ... 1,282 1,447 -165 1,248 2.7 1,169 9.6 1,381 1,412 -2.2
Reformulated? ... 2,682 3,122 -439 2,640 1.6 2,404 11.6 2,934 2,944 -0.3
Conventional* .... 5,760 6,881 -1,121 5,995 -3.9 5,528 4.2 6,421 6,544 -1.9
Adjustment’ 24 141 -118 -129 -— 78 - -16 162 -—
Kerosene-Type Jet Fuel 1,334 1,563 -229 1,557 -14.3 1,147 16.3 1,553 1,494 4.0
East Coast (PADD 1) .. 73 82 -9 80 -9.3 44 66.3 76 77 -1.0
Midwest (PADD 2) 173 235 -62 287 -39.7 193 -10.1 228 270 -15.8
Gulf Coast (PADD 3) 634 778 -144 752 -15.7 605 4.9 781 744 5.0
Rocky Mountain (PADD 4) 29 39 -10 32 -7.3 32 -9.7 36 32 10.5
West Coast (PADD 5) .... 424 428 -4 405 4.6 273 55.4 432 370 16.8
Distillate Fuel Oil 4,035 5,085 -1,050 4,965 -18.7 4,785 -15.7 4,847 4,891 -0.9
East Coast (PADD 1) .. 195 242 -46 221 -11.5 213 -8.1 228 216 5.5
Midwest (PADD 2) .. 903 1,283 -380 1,176 -23.2 1,145 -21.1 1,158 1,157 0.1
Gulf Coast (PADD 3) ... 2,193 2,891 -697 2,902 -24.4 2,678 -18.1 2,759 2,823 -2.3
Rocky Mountain (PADD 4) .... 184 184 0 197 -6.4 187 -1.5 186 192 -3.1
West Coast (PADD 5) 560 485 74 470 19.0 562 -0.4 516 503 2.6
15 ppm sulfur and Under . 3,785 4,850 -1,065 4,737 -20.1 4,593 -17.6 4,618 4,699 -1.7
> 15 ppm to 500 ppm sulfur 118 137 -19 87 36.3 33 263.1 118 67 76.0
> 500 ppm sulfur 132 98 34 141 -6.8 159 -17.0 112 125 -10.7
Residual Fuel Oil 268 259 9 246 9.0 179 49.6 254 223 13.9
East Coast (PADD 1) .. 24 40 -16 40 -38.7 31 -20.8 36 39 -9.0
Midwest (PADD 2) .. 35 36 -2 39 -12.5 28 255 32 40 -18.7
Gulf Coast (PADD 3) ... 113 110 4 61 84.3 62 81.5 102 63 62.6
Rocky Mountain (PADD 4) ... 11 12 0 10 10.2 12 -7.5 11 11 75
West Coast (PADD 5) .... 85 61 24 96 -11.41 47 82.5 72 71 2.6
Propane/Propylene® ..... 1,899 2,403 -504 2,372 -19.9 2,257 -15.9 2,377 2,415 -1.5
East Coast (PADD 1) .. 185 235 -50 218 -15.0 243 -24.0 216 236 -8.3
Midwest (PADD 2) 387 487 -99 499 -22.3 433 -10.5 477 484 -1.6
Gulf Coast (PADD 3) 1,126 1,464 -338 1,429 -21.2 1,389 -18.9 1,463 1,469 -0.4
PADDs 4 and 5 201 217 -16 227 -11.3 192 4.5 221 225 -1.8
Ethanol Plant Production

Fuel Ethanol 844 963 -119 1,048 -19.5 935 -9.7 974 1,061 -8.2
East Coast (PADD 1) .. 9 12 -3 14 -35.8 12 -25.6 11 13 -11.9
Midwest (PADD 2) 794 906 -111 989 -19.7 889 -10.6 919 1,001 -8.2
Gulf Coast (PADD 3) ... 24 22 2 26 -6.6 16 50.9 23 25 -6.8
Rocky Mountain (PADD 4) 11 14 -3 11 4.0 9 23.8 13 13 1.1
West Coast (PADD 5) 6 9 -3 9 -39.5 9 -38.3 8 10 -19.5

= Not Applicable.

~ = Data Not Available.
Vy = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Data source: See page 29.
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